THINNERS DIGGERS

DIGGERS Lacquer Thinner TYPICAL CHARACTERISTICS
Appearance colourless liquid
DESCRIPTION . ) ) ] ] Specific Gravity....cceoevveecerreerenenes 0.82
DIGGERS Lacquer Thinner is a specially formulated lacquer and varnish thinner Flash Point ... «0°C
and cleaning solvent. o ,
Boiling POINt e 79°C
TYPICAL USES Flammability Limit......c.cccceoeune. 0.8-13%

«  Thinning most lacquers and varnishes

+ Cleaning solvent for lacquer and varnish

+  Removes chewing gum, some inks, waxes, PVC adhesives and other plastics
+  Automotive finishes

[}’f" SDS available

FEATURES

* Improves paint consistency

*  Reduces the risk of imperfections

+ Fastdrying

+  High gloss finish a7l

APPLICATION

Thinning Paint

1. Ensure the surface of the area to be painted is clean, dry and prepared to
paint manufacturer’s directions.

2. The ratio of thinner to paint should be in accordance with paint manufac-
turer's guidelines. A general guide is one part thinner to 3 parts paint. All
equipment used in mixing and applying the mixture should be clean and ;
dry. When mixing paint and thinner together use accurate measures. Add ; LS
thinner to paint slowly and stir. Mix thoroughly before application. Apply i
with a spray gun or brush.

LACQUER & VARNISH
*CLEANING SOLVENT
*HIGH GLOSS

Stripping Paint

1. To strip lacquer or varnish from surfaces or to remove overspray (other
than painted surfaces), use a tightly woven, relatively non-absorbent cloth.
Wet with DIGGERS Lacquer Thinner and wipe the surface vigorously until
paint has been removed.

General Cleaning
+  Wet a lint-free cloth with DIGGERS Lacquer Thinner and wipe surface to
remove chewing gum, some inks, waxes, PVC adhesives and other plastics.

PRODUCT USE
*LACQUER & VARNISH
 CLEANING SOLVENT
< HIGH 6LOSS

SAFETY
Wear suitable protective clothing, gloves and eye/face protection when using
this product.

Code Pack Size Unit Barcode Carton Barcode | Ctn/Plt
17010-61DIGN 6 x 1 litre 9311052000810 19312852001905 | 96
17010-4DIGN 4x 4 litre 9311052000841 19312852001912 | 45
17010-20 1x 20 litre 9312852000710 N/A 32
QUEENSLAND NEW SOUTH WALES VICTORIA SOUTH AUSTRALIA WESTERN AUSTRALIA

Tel +617 3308 5200
Fax +617 3308 5201

Tel +61 2 8709 9600
Fax +612 9791 5066

Tel +61 3 9408 4144
Fax +61 3 9408 4155

Tel +61 8 8222 1333
Fax +61 8 8260 7883

Tel +61 8 9352 3000
Fax +61 8 9352 3033
© Copyright Recochem Inc. All rights reserved. All content remains the property of Recochem Inc. All other trademarks mentioned are trademarks or registered trademarks of their respective owners.

All text, images, graphics and PDF files are subject to the copyrights and intellectual property rights of Recochem Inc. Separate to the purpose of review and private use, this information cannot be used
without written permission from Recochem. Information contained herein is for general information only and should not be used as an infallible to a product’s specification and or performance.

www.recochem.com.au www.diggersaustralia.com.au



